JULY 27, 1983 


JX-3P (PG-200) 


JX-3P (PG-200) SERVICE NOUS 

/' First Edition 


SPECIFICATIONS 

JX-3P 

Keyboard: 

61 keys, 5 octaves, C scale 
Power consumption: 

20 W 

Dimensions: 

912(W) x 325(D) x 115(H)mm 
37-7/8(W) x 12-13/16(D)’ x 4-1/2(H)in. 
Weight: 

9.8 kg, 21 lb. 9oz. 


PG-200 

Dimensions: 

244(W) x 172(D) x 1-3/4(H)mm. 
9-5/8(W) x 6-3/4(D) x 1-3/4(H)in. 
Weight: 

1.4 kg, 3 lb. 9 oz. 


JX 3P 


Side panel L/R set (G66H031) 


Music rack stopper (092H017A) 


Music rack holder bushing (068H056) 


Top panel 
(072H147B) 

(072H147C) SN 340700 and up 



Keyboard SK-361FR (7612720000) 


Blind (072H158) 
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-Power switch 1801-0121 (13149102) 

-DIN socket TCS-5360-01-1 111 (13429621) 
-Slide switch HSW-0372-01-030 (13159316)“ 
• DIN socket TCS-5530-01-1111 (134296151 
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Rubber foot G-7 (12359105) 

-Cabinet (087H029A) 

Pot. EVH-OTAS10B14 10kB (132194011- 

Jack HLJ-0316-01-100 (13449122)- 

Jack HLJ-0316-01-020 (13449121)- 


[^Roland 


Printed in Japan b-3 
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Sms CHANGES ON IC52 


jwWhen the JX-3P is used as a master in MIDI 


connection, unwanted note may be heard on 
the slave having more than six voices. 


RAM RESET CIRCUIT CHANGE 
Reason 

H| To make the JX-3P invulnerable against 
power line transients. 

.^This minor reconnection is effective to cure 
^the problem, "program overrun? when the 
JX-3P is operating from a greatly fluctu- 


.HUS ating power line. 
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ROM 

sFrom EPROM (2764) to MASK ROM 

*(2365).Compatible. 

Debugged Program 

; To cure the problem described below, use 
.the EPROM or MASK ROM of versions A-4 
and up for early products, as necessary. 
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% Refer to Test Mode in ADJUSTMENT sec¬ 
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IC.CHANGES 


IC procure problems force the factory to 
emply equivalent on Main board: 

IC4-IC18 - from single inline to dual inline 
with affected PCB foil patterns relaid out. 


Dual inline 

Remark 

NJM072D 

As produced 

NJM072DP 

Selected, low offset 


NOTE:m, ( 

Low offset ICs can replace nor 
ones, single, duA respectively. 

Other branos orViakes can be mo 
the factory. In ordering ICs not m 
above, fill tne ordL sheet with IC 
full name ard markVcolor), if any, \ 
considered t.'.eful to Identify , the IC. 
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NOTE:!' 


Low offset ICs can replace non-selected 
ones, single, dua\ respectively. 

Other branos orViakes can be mounted at 
the factory. In orajering ICs not mentioned 
above, fill t ie ordy sheet with 1C number, 
full name ard mark\ C olor), if any, 
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PG-200 CIRCUIT DIAGRAM 
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SN 340700 and up 

DIN BOARD 7612714000 (pcb 2291581501) 


o old one needs Top panel replacement. 
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KEY-SW READ 

KEYBOARD 


See page 18 for keyboard circuit diagram. 
PANEL KEYBOARD pAWEL 









































































